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Aqua Seal Concrete Sealer

Description

SHIMICOAT Aqua Seal Concrete Sealer is a blend of acrylic based self cross linking polymeric dispersions containing
coalescing agents and surfactants to be used as interior or exterior sealer for concrete and cementitious surfaces. The
product is a single pack and easy to apply. It is engineered to penetrate through concrete surfaces and adhere to
produce a neutral clear low sheen coating, which is hard-wearing and durable.

Aqua Seal Concrete Sealer is a clear penetrating Sealer, solvent-free and fast drying sealer to provide a natural look
appearance of original surface.

Shimicoat Pty Ltd, ABN: 28 622 871 283,

Features

Easy Application: Protect against salt ion ingress
o Rolled Protect against efflorescence, biological growth
o Brushed Excellent resistance to oil and most household
o Sprayed chemicals

Non Hazardous — Non Dangerous Goods Excellent resistance to water

technology Excellent resistance to alkalis and high pH

Fast Drying conditions

Excellent Clarity

Easily Recoated

Non-Yellowing and resistant to discoloration
Ideal for Indoor and Outdoor

Ready-to-use formulation without any need for
dilution

Contains advanced polymer technology to
penetrate deep into surface

Protect against Aqua Seal contaminates

Non-Yellowing / UV Resistant Sealer for:

Exposed Aggregate
Limestone

Grey Concrete
Decorative Concrete

+61 8 9364 7446,

Produces a hard, yet flexible clear film

Excellent resistance to weathering

Long lasting and Durable

Excellent adhesion

Clear & Colourless

Provides excellent adhesion, weather and water
proofing protection

Forms a hard-wearing surface

Last up to 5 years, depending on the traffic

Non-Glazed Tiles
All Pavers

Timber Surfaces
Metal and Artworks

+61 432 187 374, www.shimi.com.au
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