
 
 
 
 
 
 
 
 
 

Epoxy Flakes Floor 
FAST CURE 

An Installation Guide 
 

Coverage 
Each kit covers the specified concrete surface. 
Please consider extra kit of FAST CURE Tinted Epoxy for substandard and damaged concrete surfaces. 
Partial Broadcast: One box of Flake (5Kg) per standard double garage (36sqm) 
Full Broadcast:  One box of Flake (5Kg) per 10sqm (0.5Kg/sqm) 
Typical broadcast is any quantity up to 0.5Kg/sqm (Dosage may increase or decrease to your desired density). 

Applications 
Roller, Brush or Squeegee.  

Dry Time at 25°C 
 

Parameter FAST CURE Tinted Epoxy (Basecoat) UVthane or UVthane PLUS(Topcoat) 
Pot Life: 15 minutes at 25°C 45 minutes at 25°C 

Tack Free: Less than an hours 2-3 hours 

Thin Film Set: 2 Hours (Minimum) 
Depending on temperature and humidity 

8 Hours (Minimum) 
Depending on temperature and humidity 

Dry Cured: 3 hours – Foot Traffic (depending on 
temperature and humidity) 

12-24 hours – Foot Traffic (depending on 
temperature and humidity) 

Fully Cured: 7 days (Vehicle Traffic) 7 days (Vehicle Traffic) 

Re-Coat: Overnight (16Hours) Overnight (16Hours) 

Multilayer Flooring systems can be installed consecutively.  Each coat can be applied soon after thin film set/dry 
cured and being accessible.   

Clean Up 
Thinner & Diluent (Blend of Solvents). 
 
 
 
 
 
 
 



 
 
 
 

Preparations 
Clean and dry surface.  Ensure surface to be coated is free of all dirt, grease, oil, paint, curing agents and other 
contaminants. Removal of Oil Contamination by degreaser and alkaline cleaning pressure wash 
Acid-wash to enhanced surface porosity and etch the surface.  Ensure moisture free surface.  Allow to completely 
dry, run Dry Test.  Place a piece of plastic over a small area, tape the edges and leave for 1 hour.  Remove plastic, if 
there is no moisture on either surface, concrete is sufficiently dry.   Ideally, always consider surface grinding and 
removal of loose materials.  Grinding is always advisable prior to application of all Shimicoat Epoxy products, to 
maximize adhesion.  For further information, please refer to SHIMICOAT Instruction for “Surface Preparations”. 

Direction 

Easy Four Step application: 
▪ Surface Preparation 
▪ Basecoat Application 
▪ Full or Partial Flake Broadcast 
▪ Ultra-Clear, High Impact, UV Resistant Topcoat 

Shimicoat offers complementary training for DIY Epoxy Floor Installation. 
 

Where to install: 
▪ Domestic  
▪ Commercial 
▪ Garage Floor 
▪ Patios & Verandas 
▪ Driveways 
▪ Interior Surfaces 
▪ Residential Interiors 
▪ Rental Properties 

▪ Entertainment and Poor 
Area 

▪ Retail Shops 
▪ Indoor & Outdoor 
▪ Pool Surrounds 
▪ Showrooms 
▪ Amenities 
▪ Education Facilities 

▪ Common Areas 
▪ Shopping Centres 
▪ Medical Clinics 
▪ Hospitals 
▪ Veterinary Clinics 
▪ Food processing plants 
▪ Any surface that you 

wish to last
 
Additives such as Shimicoat Xtra Grip SlipRes or Glass Shard can be added to the Epoxy system to achieve Australian 
standards and slip resistance requirements. 
 
Traditionally Flake systems are known for their application in garages and school amenities however in recent years 
Shimicoat offering contemporary colour range in Flake to suite many surfaces in both indoors and outdoors. 

▪ Durability 
▪ Easy cleaning feature, Easy Mop, Easy Wipe 

▪ Enhanced Mechanical and chemical resistant 
properties 

▪ Fire resistant properties 

 
Epoxy Flake FAST CURE - Floor Finishing System 
An Installation Guide 
Following is a step by step guide to install Epoxy Flake Floor Finishing System FAST CURE using Shimicoat 
Products and Materials over concrete surface floor. 
Products and Materials 

▪ FAST CURE Tinted Epoxy, “Epoxy Resin/Part A and Curing Agent/Hardener/Part B” 
▪ Ultra Clear Epoxy – Topcoat () Part A and Part B 
▪ Flakes 

 
 
 
 
 



 
 
 
 
Tools: 

▪ Roller, sleeves and Brush 
▪ Extendable Handle / Pole 
▪ Tray – Large 480mm 
▪ Grinder Machines  

▪ Vacuum or blower 
▪ Spike shoes 
▪ Spike roller 

Installation: 
Surface Preparations: 

1. Prepare the floor by concrete grinding and removal of surface materials.  Ensure the surface is perfectly 
clean and free of oil and grease.  If grinder is unavailable, acid wash and make sure you wash, rinse and flush 
with detergent to neutralize the surface and remove all acid residue. 

2. Vacuum and/or blow out to remove dust from the surface. 
3. Tape all around the walls and surfaces not to be epoxy coated. 

 
Basecoat Application: 

Warning: Prepare first then mix.  Once mixed, you only have 15min to apply it onto the surface.   
  DO NOT keep in mixing container, empty onto the floor and start rolling/brushing. 
 

1. Add your desired Tint/Liquid Pigment (basecoat colour) into your Epoxy Resin Basecoat – Part A, and mix 
well using drill mixer or a stick.  If your product is pre-tinted by supplier, just mix it for a few minutes to 
homogenize the resin.   

2. If you need to dilute, add Epoxy Diluent or Xylene up to 5% to thin the product, only in the first coat, and mix 
well.   

NOTE: DO NOT count the Diluent, Pigments or other additives as Part A, for example if you have 2Kg of Part 
A, add 1Kg of Part B, regardless of the quantity of other additives uses.   

3. Prepare your tray, roller, Brush, handle and other application gears and when ready for application: 
Add Part B (Curing Agent / Hardener) into the resin and mix for 2-3 minutes using drill mixer or stick.   

Note: You are now on the clock, the pot-lift of the product is 10-15min (15 for fast cure/30 for normal 
cure).  Do not waste time and focus on applying the product to the surface.  One person doing the 
corners and cuttings and one person the main floor. 

4. While you are applying FAST CURE Tinted Epoxy over the surface, someone else broadcasting flakes over the 
tinted surface progressively. Make sure every square inch of the floor is covered uniformly with flakes. 

5. Monitor the floor to ensure flakes are broadcasted evenly and uniformly. 
6. Put-on your spike shoes and take the masking tapes off the walls as it will be too hard to take off when 

cured. 
7. When application is complete and you are happy with the appearance of the floor, let it cure for a minimum 

of 3 hours. 
8. Let it cure for a minimum of 8 hours, ideally overnight.   

Bubbles & Cure 
As the curing process begins you may notice the accumulation of air bubbles at the top and around the edges of your 
resin or epoxy, especially where the surface is super porous and not primed properly. This is a normal result of the 
reaction occurring between the resin and the hardener. To remedy bubble issue, we recommend using spike roller, 
go over the surface as it is curing. The blow will pop the bubbles, giving you a smooth unblemished surface.  
Topcoat Application: 

1. When the surface is dry and fully cured, plan to apply Ultra Clear Epoxy Topcoat. 
NOTE: Ultra Clear Epoxy Topcoat enhances the scratch and chemical resistance of the surface.  For 

residential applications, probably you can get away without Ultra Clear Topcoat Epoxy (100UC). 
 Alternatively, you can use Polyurethane UV resistant topcoat or Acrylic Sealer. 
 
 
 
 
 



 
 

 
 
 
2. Add the correct quantity of Ultra Clear Epoxy Hardener / Curing Agent (100B) into the correct quantity of 

Part A, Resin.  For example, if using 100UC3, pour 2Kg of Resin – Part A (100B2) into a bucket, add 1Kg of 
Hardener/Part B (100B1) into the resin, mix for 2-3 minutes using Drill Mixer or stick.   

NOTE: Now you are on the clock, DO NOT waste time, initiate application.  You must be prepared for 
application.  One person applies the corners and edges using baby-roller or a brush and another 
person apply to the main floor.  If you are slow, pour the resin on the floor, to slow down the curing 
process.  Apply and roll evenly. 

3. When, you are happy with the topcoat, take the masking tapes off the walls as it will be too hard to take off 
when cured. 

4. Clear the floor, wipe and clean all your tools. 
5. Let it cure over-night (16 hours).  It is trafficable after 16 hours. 
6. No driving or stretching furniture over the floor for 2 weeks.  Treat it with care, especially during the first few 

days. 
7. It may take a couple of weeks till the Epoxy reaches its optimal hardness and strength. 

Please view our Youtube Epoxy Flake Floor Installation: 
 
End of Procedure. 

Coverage 
This kit contains enough Flakes (5Kg) for a rich Partial Broadcast.  
 

Flake Coverage 
Full Broadcast/Bodied:  A box of 5Kg/10sqm approximately (0.5Kg/sqm) 

Partial Broadcast/Sparse: A box of 5Kg for a standard 40sqm double garage (this may vary 
depending on your design & flake density), approximately 

Quantities are best approximate as guide. 

 
Mixing: 
Mix thoroughly for a minimum 3 minutes manual or with mechanical mixer at low speed (750rmp Max) to ensure 
SlipRes materials are suspended into the epoxy matrix.  
If mixing smaller portions, mix at a ratio of 3A:1B by volume. For example, to prepare 2Kg mix, add 500mL of Part B 
(Hardener or Curing Agent) into 1.5Lt of Part A (Resin).  

▪ Ensure surface to be coated is dry, moisture can cause 
blooming and delamination.  

▪ Pot life is approximately 45 minutes, work within 30min 
to ensure easy flow application.  

▪ Use steady long strokes and avoid overworking the roller 
or pushing your roller too quickly as this may trap air 
bubbles in the coating.  

▪ Do not apply if the rain is expected within 24 hours of 
application. 

▪ New concrete should be allowed to cure fully (at least 
28days) before application. 

▪ Keep the pail sealed when not in use. Avoid application 
on hot surfaces.  

 
 
 



 
 
 
 
 
 
 
 
 
 
Drying Times  
Premium Tinted Epoxy cures in 8-16 hours at 25°C.  High temperatures and windy conditions may speed the curing 
time.  Keep foot traffic off the final coat for at least 16 hours and vehicles for at least 7 days. Full hardness is 
achieved after 7 days. 
 
 
 
 
 
 
WARNING 

▪ SHIMICAOT Complete Kits contain our best estimation of Epoxy and Coating materials.  The quantities are 
calculated to be the most accurate of each component for your specified surface area.  These calculations 
are based on our best knowledge and field expertise for standard floors.   

o Substandard floors may require more products.   
o Floor to wall covings consume more materials. 

Please consult your specific floors with SHIMICOAT, to ensure you obtain enough quantities of Epoxy and 
Coating Materials to successfully complete you floor coating.  

▪ Heavy vehicles with hot tires may cause damage on driveway. Avoid driving over the new coated floors till 
completely cured (7 Days).  For parking the car, place a mat under each tire during the first few weeks to 
ensure longevity of your new floor.     

▪ Do not apply Premium Tinted Epoxy, if the concrete has a patchy appearance as moisture may be present. 
Dry Test prior to application. 

▪ Direct sunlight and UV radiation my result in chalking, colour variations and yellowing effect over time.  UV 
resistance topcoat shall be used. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Temp °C Pot Life 
(min) 

Surface Dry 
(Hours) 

Initial Cure 
(Hours) 

Recoat Time 
(Hours) 

Fully Cured 
(Days) 

10°C 15 1 3 3 7 Days 

20°C 15 1 3 3 7 Days 

30°C 15 1 3 3 7 Days 



 
 
 
 
 
 
 
 
Storage 
The products shall be stored out of direct sunlight and heat at all times.  The shelf life of the product is 24 months, 
mix uniformly for 3 minutes prior to use. 

 

 

 
 
DISCLAIMER 
Material Safety Data Sheet, Technical and Environmental Data Sheet can be provided upon request.  
The information provided in this document is guidance only and considering the uses of this product are beyond the seller's c ontrol, the product is sold without 
guarantees or warranties.  Warranties and guarantees shall be governed by SHIMICOAT Standard Terms of Sale.  The purchaser shall make its own tests to 
determine the suitability for their specific application, and Shimicoat Pty Ltd is taking no responsibility for misuse of the product. The purchaser assumes all risk 
of use and handling of this product. This product will be happily replaced or credited back if defective.  Beyond this, Shimicoat Pty Ltd is not liable for any 
damages caused by this product or its use. 
This information and all further technical advice are based on our present knowledge and experience.  
The customer is not released from the obligation to conduct careful inspection and testing of supplied goods.  

 
 
 
 
 
 
 
 


